‘(GpiseN

FLOOD LIGHT
FL

DATASHEET
The FL series is a highly efficient and reliable LED flood light

offering flexible options in optics, power, control,
accessories, and mounting. Featuring IKO8 tempered glass
for easy maintenance and cleaning, it is the optimal choice

for any new or retrofit installation.

Features

* High-pressure die-cast aluminum housing for superior heat dissipation
* Sleek design minimizes dust and water accumulation

* Multiple photometric distribution options

* Adjustable beam angle

* Supports NEMA-based smart control function expansion

* Optically tempered glass lens cover

Applications

+ Building facade lighting
» Parking lots

* Stadiums and arenas

* Outdoor signage

e Public areas
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Specification Information

Optical parameters

Specification FL2-50W

FL2-100W

FL4-150W FL4-200W
Power 50w 100W 150W 200W
Lumen 7500Im 15000lm 22500lm 30000Im
Efficiency 150Im/W @ 4000K
CCT (Typ. K = 10%) 1800K/ 2700K/ 3000K/3500K/4000K/5000K/5700K/6500K
CRI (Ra) 270
SDCM

<6
Beam angle

13°, 30°,60°,90°,Asymmetric

Electrical parameters

FL2-50W FL2-100W FL4-150W FL4-200W

Input voltage AC100-240V /220-240V 50-60Hz
0.95

Power Factor

Surge Protection

L-N:5KV, L/N-G:10KV
Dimmable

0-10V, PWM, Timer dimming (Optional)
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Mechanical parameters and key materials

Specification FL2-50W FL2-100W FL4-150W FL4-200W
Housing High-pressure die-cast aluminum RAL9023 gray
Lens UV-resistant PC
Cover Tempered glass
EDISON Isolated
LED Driver
MOSO  INVENTRONICS
LED Brand/Model EDISON3030/5050/3535

General parameters

Mounting bracket mounting&Pole mounting
Operating Temperature -20 ~ +50°C
Storage humidity 10% ~ 85%
Protection IP66, IKO8
Electrical class CLASS |
Safety Approval CE, CB, ENEC

Lumen maintenance 100,000 hours at L70




Accessories

L —

Handle accessories

Dimensions
]7
©Q
L. FL2 FL4
Specification FL2
a 300mm 485mm
b 386mm 390mm
C 78mm 95.5mm

Installation spacing 120*25mm




Light Distribution Curve

90° .
Asymmetric

*Other optical type is available according to special request.

Packaging Information

Product Packing Quantity | N.Weight | G.Weight

FL2 Out carton 1 EA 3.7kg 4.5kg 440 355 130

FL4 Out carton 1 EA 5.8kg 6.8 575 465 170




User Manual
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Installation on the firm and thin plate
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Luminaire installation

0 Install the luminaire as showm below, guide
screws through the hole of bracket and drilled hole
on the plate. Tighten the nuts for fixing the
luminaire on the plate. ( The fasteners are not
available for standard product.)

The doseage of M10
serew nut and shim
are four pieces.

Release screws with M10 hex wrench
and then adjust angle. (angle range:
+150°~-90 *)

@ Tighten screws with hex wrench.

Do not forget to screw
the baolt with the torque
indicated

x| —

Installation on the ground or wall
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Drill hole on the ground Fix M10 expansion screws

orwall

Install the luminaire on
the ground (or wall) and
then tighten the nuts.

M

° Refer to step A (way 2 and 3), adjust
angle depend on the demand

The doseage of screw,nut and
shim are four pieces.{ All of them
are not available for standard product )

Installation on the lamp post

C

. Take out the spigot and M10°20 hex socket
flat end set screw. Install the spigot on the lamp

post.

M10"20 hex socket flat
— a end sel screw

e Release the screws for bracket to adjust and
install on the spigot Fix screws between bracket
and spigot.
— 11 Fix bracket and screws

lnr spigat

—--—
——
*, | Release screws for bracket

The diameter of lamp post is 55-60mm

o Tighten the screws for bracket depend on
the demand.

connection diagram

L erown

\’Hlmm"

N B
The luminaire must

A be grounded comectly

Connect to the power line using IP66 connectors and respecting the

Connector
—— [ T | T

hole site of bracket
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Environmental Compliance

1.The luminaire shall be installed and maintained by qualified electrician and wired in
accordance with the latest IEC electrical regulations or national requirements.

2. To prevent the risk of electric shock, turn off power supply before installation. It is not
permitted to connect the luminaire to high-voltage AC supply line directly.

3. The lighting fixtures comply with local standards

4. The input voltage and current must meet the requirements. The supplier will not

be responsible for the consequences for inappropriate operation.

5. The light source contained in this luminaire shall only be replaced by the manufacturer or his

service agent or a similar qualified person.

Datasheet History

1.0 Establish a Datasheet. 2025/07/11

2.0 Layout and content enhancements 2025/12/21
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About EDISON OPTO

Edison Opto provides comprehensive LED and solid-state lighting products from LED
Component, Light Module, UV / IR LED, LED sensing, Horticulture and Automotive Lighting.
With a view to improve R&D process, Edison Opto develops the vertical platform on TEMOTM
(Thermal. Electrical. Mechanical. Optical) to ensure the quality of products and services;
Furthermore, Edison Opto creates LDMSTM (LED Design Manufacturing Service) from light
source to luminaire manufacturing, to serve our customers a quality experience of customized

solutions.
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