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FLOOD LIGHT
FU

DATASHEET

Seamlessly compatible with both local and remote lighting
control systems, FU delivers real-time responsiveness and
dynamic adjustment capabilities—empowering on-demand
lighting control, enhanced energy efficiency, and simplified
operational management.

From illuminating expansive stadiums and securing logistics

hubs to optimizing large-scale industrial operations, FU puts
complete command in your hands.
Upgrade to FU and step into the next era of high-performance floodlighting.

Features

* High-performance extruded aluminum casing for superior heat dissipation
* Integrated back-fin design that enhances cooling efficiency
* Multiple photometric distributions for versatile lighting

* Flexible angle adjustment for precise beam aiming

Applications

+ Stadiums & Sports Arenas
* Architectural Facades & Monuments
* Ports & Logistics Terminals

* Parking Lots & Commercial Complexes
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Specification Information

Optical parameters

Specification FU1-500W FU2-1000W FU3-1500W
Power 500W 1000W 1500W
Lumen 82500Lm 165000Lm 247500Lm

Efficiency 165Im/W
CCT (Typ. K = 10%) 1800K/ 2700K/ 3000K/3500K/4000K/5000K/5700K/6500K
CRI (Ra) >70(80,90,TLCI > 90 Optional)
SDCM <5
Beam angle 25°,45°,60°,90°, 120°Asymmetric

Electrical parameters

Input voltage AC100-277V&200-450V 50/60Hz
Power Factor 0.95
Percent Flicker (%) <3%

L-N:10KV, L/N-G:10KV
SPD 20KV is optional.
Dimmable 0-10V, PWM, Timer dimming (Optional) ,DALI-2.0,DMX-RDM

Surge Protection
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Mechanical parameters and key materials

Specification FU1-500W FU2-1000W FU3-1500W
Housing 6063 pressed out aluminum, surface spray color: grey
Lens UV-resistant PC
Cover Tempered glass
LED Driver MOSO / Sosen / uPowerTek
LED Brand/Model EDISON 3030 / 5050/3535

General parameters

Specification FU1-500W FU2-1000W FU3-1500W
Mounting bracket mounting
Operating Temperature -30 ~ +40°C
Storage humidity 10% ~ 85%
Protection IP66, IKO9
Electrical class CLASS |
Safety Approval CE, CB, ENEC
Lumen maintenance 100,000H (L70B50 @25°C)
Accessories

)|

Fall arrest chain Precision Aiming
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Dimensions

FU1

FU2

i
1

FU3
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Specification FU1-500W FU2-1000W FU3-1500W
a 660mm 689mm 689mm
b 384mm 439mm 500mm
C 190mm 375mm 565mm
Installation spacing 280mm

Light Distribution Curve
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*Other optical type is available according to special request.
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Packaging Information

Quantity Dimension ( mm )
“Long | wiatn | heighe

Out carton 13kg 15kg

FU2 Out carton 1EA 26kg 28kg

FU3 Out carton 1EA 32kg 34kg




User Manual

FU

M10

+90° ne %

1.Loosen the M10 hexagon socket screw,
rotate the lamp body to the appropriate angle,
and then tighten the M10 screw again (note:
rotating parts need to be fully engaged)

4.According to the hole diagram provided by
the bracket, use 2-M18, M20&M12 screws to
fix the lamp to the installation platform

PE
N
L AC INPUT
LED Driver Ve | tDme
V-
NTC’ Temp Senor
NTC-
R
DMXA

CAUTIONS

1.After the wiring is connected according to the datasheet, ensure
that the gland is effectively locked to prevent water from damaging
the driver.

2.When closing the electrical cover after wiring, ensure that the four
fixing screws effectively tightened to prevent water from damaging
the driver.

5. Refer to the above instructions for power wiring

2.Fix the power installation bracket in the
accessory package to the lamp bracket with
M5 screws, and fix the power supply to the
power installation bracket with M6 screws and
M6 square nuts, without locking it tightly

3.Connect the input line and power output line
on the module with terminal blocks and
tighten them
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Environmental Compliance

1.The luminaire shall be installed and maintained by qualified electrician and wired in
accordance with the latest IEC electrical regulations or national requirements.

2. To prevent the risk of electric shock, turn off power supply before installation. It is not
permitted to connect the luminaire to high-voltage AC supply line directly.

3. The lighting fixtures comply with local standards

4. The input voltage and current must meet the requirements. The supplier will not

be responsible for the consequences for inappropriate operation.

5. The light source contained in this luminaire shall only be replaced by the manufacturer or his

service agent or a similar qualified person.

Datasheet History

1 Establish a Datasheet. 2025/11/13
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About EDISON OPTO

Edison Opto provides comprehensive LED and solid-state lighting products from LED
Component, Light Module, UV / IR LED, LED sensing, Horticulture and Automotive Lighting.
With a view to improve R&D process, Edison Opto develops the vertical platform on TEMOTM
(Thermal. Electrical. Mechanical. Optical) to ensure the quality of products and services;
Furthermore, Edison Opto creates LDMSTM (LED Design Manufacturing Service) from light
source to luminaire manufacturing, to serve our customers a quality experience of customized

solutions.

Copyright © 2025 Edison Opto Corporation. All right reserved.
The information in this document is subject to change without notice

17F., No. 17, Qiaohe Rd., Zhonghe Dist.,
235029, New Taipei City,
Taiwan (R.0.C))

Rev.1

www.edison-opto.com Learn more



http://www.edison-opto.com/

