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STREET LIGHT
SP

DATASHEET

The SP Street Light Series is an energy-efficient LED
lighting solution designed for a wide range of outdoor
applications. Featuring an advanced heat-sink design

and superior optical performance, it delivers long-lasting

reliability in diverse environments. The fixture offers an
optimal balance between performance and cost,

supporting smart control via NEMA and ZHAGA interfaces.

Features

* Die-cast aluminum housing for efficient heat dissipation.

» Streamlined design with effective water and dust resistance.

* Compatible with NEMA and ZHAGA smart control systems.
Adjustable beam angle: £15° with a minimum adjustment scale of 5°.

Applications

* Road & highway lighting

* Urban road & street lighting
* Residential area lighting

* Parks & perimeter lighting

* Parking lot lighting

* Riverside & jogging track
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Specification Information

Optical parameters

Model No. SP1-30W SP1-40W SP2-50W SP2-60W
Power 30W 40W 50W 60w
Lumen 5400Lm 7200Lm 9000Lm 10800Lm

Model No. SP3-100W SP3-120W SP4-150W SP4-200W
Power 100W 120W 150W 200W
Lumen 18000Lm 21600Lm 27000Lm 36000Lm

Efficiency 180Im/W*
CCT (Typ. K £ 10%) 1800K/ 2700K/ 3000K/3500K/4000K/5000K/5700K/6500K
CRI (Ra) >70
SDCM <6
Beam angle Type Il

Electrical parameters

Model No. SP1-30W SP1-40W SP2-50W SP2-60W
Model No. SP3-100W SP3-120W ‘ SP4-150W ‘ SP4-200W
Input voltage AC100-240V /220-240V 50-60Hz
Power Factor 0.95
Surge Protection SPD 10KV/20KV is optional.

Dimmable 0-10V, PWM, Timer dimming (Optional)




Mechanical parameters and key materials

Model No. SP1-30W SP1-40W SP2-50W SP2-60W
Model No. SP3-100W SP3-120W SP4-150W SP4-200W
Housing High-pressure die-cast aluminum RAL9023 gray
Lens UV-resistant polycarbonate
Cover /
LED Driver MOSO/INVENTRONICS/SOSEN
LED Brand/Model SP1 EDISON 3030 SP2/SP3/SP4 EDISON 3030/5050

General parameters

SP3-100W SP3-120W SP4-150W SP4-200W
Mounting Side entry or post-top
Operating Temperature -20 ~ +50°C
Storage humidity 10% ~ 85%
Protection IP66, IKO8
Electrical class CLASS | or CLASS I
Safety Approval CE, CB, ENEC

Lumen maintenance 100,000 hours at L70
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Accessories

Wall bracket

> L3

Wiring connector(IP66) Input cable Photocell

60-76 adaptor 48mmadaptor

ZHAGA receptacle NEMA receptacle
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Dimensions
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SP1 SP2 SP3 SP4
Model No. SP1 SP2 SP3 SP4
a 425mm 494mm 655mm 805mm
b 117mm 155mm 200mm 200mm
C 76mm 76mm 105mm 115mm
Pole diameter 60MM
Pole diameter (with adaptor) 48/76mm

Light Distribution Curve

14180

TYPEII

*Other optical type is available according to special request.
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Packaging Information

Quantity Dimension ( 11111 9)
e L Lo

SP1 Out carton 10 EA 12.2kg 14kg
SP2 Out carton 10 EA 17.2kg 20kg 650 545 265
SP3 Out carton 1EA 3.4kg 4.1kg 745 290 180

SP4 Out carton 1A 4.3kg 5.1kg 910 290 195
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User Manual(SP1 SP2)

Operative instructions
1 Choose how to install the street light if with the bracket in axis (Mode 1) or perpendicular to its body (Mode 2).
The bracket can be released by removing the screws that attach to the street light
HRRSS ¢ —() - =7 ()
2 Connect to the power line using IP65 connectors and respecting the connection diagram. Mode 1 ‘
s
(= —<— - =0 * iy
Mode 2
3 Insert the street light to the @60mm pole, tightening the screws on it. 4 After selecting the Installation Mode, you can further orient the street light by

some degree by sliding the screws on the grooves.(-10°~+10°)

2/ D=0+~ s
”»
] 5,
5 Finally, tighten definitively bracket's \ " ‘

screws to ensure it to the street light.

=0
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User Manual (SP3 SP4)

Step 1: Loosen the M8 hexagon socket plain end screw with Step 2: Loosen the the waterproof connector with 16mm hexagon wrench,
4mm hexagon wrench. Open the fixture cover by thread supply line through the pole adaptor and the waterproof
pressing the sharpnel. connector.

Thread the input cable through t
Fitfor 33-60mm ke adaptor and the waterproof
diameter palé  conmector

Sharprel

\ ME hexagon socket plain end soews

M12 waterproof connestor

Yellow8igreen'
Blue"N" @

Step 3: Input cable should be 3*1mm? cable according to I[EC60245

Please connet
line in same
color or polarity

Brown"L" —

Retention wire

Pictuire A

Step 4: Fix the MB hexagon socket plain end screw( the torgue is 23N.M),
and then fix the waterproof connector

cover should be firmly fixed on
the body by the sharpnel.

Step 6:Loosen the M6 hexaon socket cap screws with Smm hexagon wrench,
and adjust the tilting for -10°, -5°,0°5%, and 10° After adjustment tighten
Mé hexagon scoket cap screws.

Step 7: Press the back cover with your hand and
use a screwdriver to pry the latch to assist
in resetting and closing the cover.
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Environmental Compliance

1.The luminaire shall be installed and maintained by qualified electrician and wired in
accordance with the latest IEC electrical regulations or national requirements.

2. To prevent the risk of electric shock, turn off power supply before installation. It is not
permitted to connect the luminaire to high-voltage AC supply line directly.

3. The lighting fixtures comply with local standards

4. The input voltage and current must meet the requirements. The supplier will not

be responsible for the consequences for inappropriate operation.

5. The light source contained in this luminaire shall only be replaced by the manufacturer or his

service agent or a similar qualified person.

Datasheet History

1.0 Establish a Datasheet. 2023/11

2.0 Revise PF and User Manual(SP3 SP4) 2024/11

3.0 Updated format and enhanced visual effects 2025/12/17
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About EDISON OPTO

Edison Opto provides comprehensive LED and solid-state lighting products from LED
Component, Light Module, UV / IR LED, LED sensing, Horticulture and Automotive Lighting.
With a view to improve R&D process, Edison Opto develops the vertical platform on TEMOTM
(Thermal. Electrical. Mechanical. Optical) to ensure the quality of products and services;
Furthermore, Edison Opto creates LDMSTM (LED Design Manufacturing Service) from light
source to luminaire manufacturing, to serve our customers a quality experience of customized

solutions.

Copyright © 2025 Edison Opto Corporation. All right reserved.
The information in this document is subject to change without notice

17F., No. 17, Qiaohe Rd., Zhonghe Dist.,
235029, New Taipei City,
Taiwan (R.O.C)

Rev.3.0

www.edison-opto.com Learn more
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